
Components for  
intermodal transports

6   

Flexibility, compatibility, stability and safety are the 
basic parameters for a future-oriented motor pool. JOST 
ensures that these parameters can be satisfied with its 
international quality standards and a global sales and 
after sales service network.

Components for intermodal transports allows interchange 
and container systems to be parked safely and then  
connected to the appropriate carrier vehicle (truck, trailer, 
railway wagon, etc.). The components for intermodal 
transports must always be used as set out in the instruc-
tions in the operating manual for the relevant vehicle. In 
Germany you must comply with the TÜV regulations  
and the Road Traffic Act StVZO, as well as the existing 
standards.

Anti-theft lock 
(Accessory)

Strut

Outer bearing

Corner casting

Spring locking bar

Support bearing

Support bearing

Second safety device

Support bearingplate

Support leg

Telescopic part
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Components for intermodal transports – Supports

Product range of supports
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18.000 A1 • • • 1430 37.0 SS 86 SKL 640.497.000 11

• • • 1430 37.0 SKBL 640.498.000 11
• • • 1330–1430 39.0 TSKL 640.501.000 11
• • • 1330–1430 39.0 TSKBL 640.502.000 11

 • • • • 1330–1430 40.0 TSKSL 642.594.000 11
• • • • 1330–1430 40.0 TSKSBL 642.595.000 11

18.000 A2 • • • 1430 37.0 SKL2 640.499.000 14
• • • 1430 37.0 SKBL2 640.500.000 14

• • • 1330–1430 39.0 TSKL2 640.503.000 14
• • • 1330–1430 39.0 TSKBL2 640.504.000 14
• • • • 1330–1430 40.0 TSKSL2 642.483.000 14
• • • • 1330–1430 40.0 TSKSBL2 642.484.000 14

Other versions
18.000 A2 • • • 1130–1430 41.0 SS 86 TSKS2003 642.553.000 17

• • • 930–1230 38.0 SS 86 TSKS2004 642.554.000 17
• • 930–1230 38.0 SS 86 TSK2049 641.197.000 17
• • • 1080–1430  41.0 SS 86 TSKS2006 642.556.000 17
• • 1080–1430 41.0 SS 86 TSK2072 641.556.000 17

6.000 • • 1230 25.5 RS 7080 SK 641.206.000 18
• • 1230 25.5 SKB 641.207.000 18

• • 1130–1230 27.0 TSK 641.208.000 18
• • 1130–1230 27.0 TSKB 641.209.000 18

10.000 • • 1430 36.0 RS 7090 SK 640.071.000 19
• • 1430 36.0 SKB 640.214.000 19

• • 1330–1430 37.5 TSK 640.075.000 19
• • 1330–1430 37.5 TSKB 640.215.000 19

16.000 • • 1080 37.0 RS 7100 SVS 641.930.000 20
• • 1080 36.5 SVB 641.213.000 20

 • • 1080–1180 38.0 TSVS 641.931.000 20
• • 1080–1180 38.0 TSVB 641.214.000 20

25.000 • • 1430 48.0 RS 1025 S* 640.612.000
• • 1430 48.0 SB* 640.715.000

31.000 • • 1450 66.0 RS 1230 S* 640.063.000
Special versions with other dimensions are available on request.
See page 12 and 13 for individual support parts, see page 23 for strut pivot pins.
Special versions: See page 21 for bespoke supports.
* further information is available on request

All supports are delivered primed
Coatings that can be deilvered on demand:
•	 EPD primer and powder coating in standard RAL colours 
•	 Hot-dip galvanised

Standard version in compliance with / similar to EN 284


