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Twist lock – height adjustments

HVC with locking kit

Appropriate central support for vertical load transmission of the gross container weight has to be assembled on the vehicle side.

C = container chassis maximum gross weight of the swap body max. 34 t; 
W = intermodal vehicle / trailer maximum gross weight of the swap body max. 18 t
All HVS are available individually without locking kit.

Selection table / available versions

X
(mm)

Y
(mm)

Twist lock Weight
(kg)

Application HVC  
demountable 

Height  
adjustment

Order No. Drawing No.

100 236 R 306 VA 35.6 W no simple R 306 HVCR100 905.704.010
100 236 R 306 VA 35.6 W no simple R 306 HVCL100 905.704.020
120 306 R 301 VA 49.0 C yes simple R 301 HVCRZ120 905.579.010
120 306 R 301 VA 49.0 C yes simple R 301 HVCLZ120 905.579.020
120 306 R 302 F 46.5 C yes simple R 302 HVCRZ120 905.580.010
120 306 R 302 F 46.5 C yes simple R 302 HVCLZ120 905.580.020
120 276 R 306 VA 37.7 W no simple R 306 HVCR120 905.703.010
120 276 R 306 VA 37.7 W no simple R 306 HVCL120 905.703.020
160 316 R 306 VA 39.9 W no simple R 306 HVCR160 905.702.010
160 316 R 306 VA 39.9 W no simple R 306 HVCL160 905.702.020
200 356 R 306 VA 41.4 W no simple R 306 HVCR200 905.702.010
200 356 R 306 VA 41.4 W no simple R 306 HVCL200 905.702.020
250 406 R 306 VA 43.4 W no simple R 306 HVCR250 905.702.010
250 406 R 306 VA 43.4 W no simple R 306 HVCL250 905.702.020

120 / 220 / 335 487 – 38.0 W no mutiple HVC-001 R 905.508.010
120 / 220 / 335 487 – 38.0 W no mutiple HVC-001 L 905.508.020

120 / 240 396 – 33.2 W no mutiple HVC-002 R 905.590.010
120 / 240 396 – 33.2 W no mutiple HVC-002 L 905.590.020
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Twist lock – height adjustments

HVC with locking kit
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HVC (dismountable), completely ready-for-assembly with
twist lock R 305 VA and back plate
Hot-dip galvanised housing
mounting parts galvanised, mounted
Application: Intermodal vehicle / trailer

HVC (dismountable), completely ready-for-assembly with  
symmetric mounted double twist lock R 305 VA and back plate
Hot-dip galvanised housing
Mounting parts galvanised, mounted
Application: Intermodal vehicle / trailer for transport of swap 
bodies C745 and C782

HVC (dismountable), completely ready-for-assembly with  
asymmetric mounted double twist lock R 305 VA and back plate
Hot-dip galvanised housing
Mounting parts galvanised, mounted
Application: Intermodal vehicle / trailer for transport of swap 
bodies C745 and C782

X Y Weight (kg) Order No. Drawing No.
120 304 48.9 R 305HVCRZ120 905.639.010
120 304 48.9 R 305HVCLZ120 905.639.020
160 344 49.7 R 305HVCRZ160 905.648.010
160 344 49.7 R 305HVCLZ160 905.648.020
200 384 51.2 R 305HVCRZ200 905.648.010
200 384 51.2 R 305HVCLZ200 905.648.020

X Y Weight (kg) Order No. Drawing No.
120 304 60.9 R 305HVCRZ12D 905.720.010
120 304 60.9 R 305HVCLZ12D 905.720.020
160 344 63.1 R 305HVCRZ16D 905.725.010

160 344 63.1 R 305HVCLZ16D 905.725.020
200 384 64.6 R 305HVCRZ20D 905.725.010
200 384 64.6 R 305HVCLZ20D 905.725.020

X Y Weight (kg) Order No. Drawing No.
120 304 61.2 R 305HVCRZ12LD 905.720.012
120 304 61.2 R 305HVCLZ12RD 905.720.021
160 344 63.4 R 305HVCRZ16LD 905.725.012
160 344 63.4 R 305HVCLZ16RD 905.725.021
200 384 65.0 R 305HVCRZ20LD 905.725.012
200 384 65.0 R 305HVCLZ20RD 905.725.021

Appropriate central support for vertical load transmission of the
gross container weight has to be assembled on the vehicle side.


