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Twist lock

Locking pin with thread limited by a ring

Selection table / available versions

Application A
(mm)

ø B
(mm)

C
(mm)

D 
(mm)

E 
(mm)

F
(mm)

G
(mm)

Order No.

TL 1018 K, TL 1019 K, TL 2006, TL 2030 TR36x6 100 57 146 114 95 7 905.000.904*
R 406 VAK, R 407 VAK, QT 160-6, QT 166-80 TR38x4 98 54 121 100 77 8 915.000.289
F 17 SKA, TL 2009 G TR38x4 98 54 125 90 74 8 915.000.193
R 306 VAV-VH, R 406 VAK-C, QT 206 V-C TR38x4 98 54 136 114 65 18 915.000.327
F 10 SK-R, R 411 VAK-R, VA 11 SK TR38x4 76 40 152 122 96 6 915.000.252
 414 F, R 434 F, VA 16 SNK, R 416 VAK, R 316 VAP,
R 436 VAK, VA 36 SK, R 1018, SR 514 FQ, SR 516 VAQ 

TR38x4 98 54 155 120 90 8 915.000.137

F 14 SK-R TR38x4 98 54 185 150 110 8 915.000.250
HV 120V TR38x4 98 54 315 280 90 8 915.000.353
R 405 VAN TR52x5 98 54 107 85 62 8 915.000.314
R 405 VAP TR52x5 98 54 123 102 79 12 915.000.276
R 404 VAK, R 312 VA, R 313 F TR52x5 98 54 153 118 90 12 915.000.189
FD 02 SKN-R TR52x5 98 54 184 149 115 12 915.000.335
FD 02 SK-R, F 02 SK-R, R 402 F-R, VA 01 SK, R 401 VAK,
SR 502 FQ, SR 501 VAQ, QT 401 VAV, QT 402 FV TR52x5 98 54 204 169 111 12 915.000.213
Adapter kit 917.437.500 TR52x5 98 54 345 310 280 12 915.000.318
* Lock by Clamping pin 6x36.

Note: Always replace locking ring after dismantling locking pin.

Locking ring for 38 mm locking pin (915.000.190) or 52 mm locking pin (915.000.187) must be 
ordered separately.
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