Bolsters

QT 160-80 RV /QT 200 RV
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Application: Intermodal vehicle * Locking nut loose; screwed down = 123

Rectangular tube, both ends flattened and
closed internally * Dimensions in position ready for mounting

Selection table / available versions

Rec. gross container A B D E F Weight  Surface Inner parts Order No. Drawing No.
weight* (max. kg) (mm) (mm) (mm) (mm) (mm) (kg) Bolsters identical with

18.000 160 80 ®52 58 140 74.8 primed R 405 VAKV QT 160-80 RV 410.151.000
18.000 160 80 ¢ 52 58 140 74.8 raw R 405 VAKV QT 160-80 RVX
18.000 160 80 9 38 58 140 73.4 primed R 406 VAKV QT 166-80 RV 410.168.000
18.000 160 80 ¢ 38 58 140 73.4 raw R 406 VAKV QT 166-80 RVX
25.000 200 100 ®52 58 160 88.7 primed R 405 VAKV QT 200 RV 410.139.000
25.000 200 100 ®52 58 160 88.7 raw R 405 VAKV QT 200 RVX

* Depends on the centre to centre distance between the longitudinal supports.
All mounting parts galvanised, for surface bolsters see table.
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QT 160-80 RV / QT 200 RV

Spare parts

Bolsters

Item  Description QT 160-80 RV QT 166-80 RV QT 200 RV

1 Bolsters 410.207.100 410.207.100 410.209.100

2 Locking pin 915.000.276 915.000.289 915.000.276

3 Guide bush 915.000.191 915.000.288 915.000.191

4 Outer bush 915.000.274 915.000.274 915.000.274

5 Locking nut 915.000.275 915.000.303 915.000.275

6 Locking ring 915.000.187 915.000.190 915.000.187

10 Guide roller 650.002.073 650.002.073 650.002.073

11 Folding pin 000.008.008 000.008.008 000.008.008

12 Welding bracket 410.173.200 410.173.200 =
Spare parts

Item  Description QT 160-80 RV QT 200-60 RV
7,8,9 Latch kit 905.159.500 905.396.500 905.396.500
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